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PRODUCT AND APPLICATION DATA
	PRODUCT
	RESIN TYPE
	SOFTENING
POINT 
(°C)
	% SOLIDS
	COMMENTS


	V-TAC ™ 5951
	Hydrocarbon
	70
	50
	· Excellent tackifier for natural latex
· Ideal for low peel applications

· Excellent resistance to acids as well as alkalis


	V-TAC™ 7901
	Hybrid
	70
	55
	· Excellent for promoting adhesion to low-energy substrates
· Improves adhesion to corrugated board
· Offers excellent cohesive strength



	V-TAC™ 8501
	Rosin Ester
	85
	55
	· Excellent general purpose tackifier for acrylic and carboxylated SBR latex
· Very good machining properties

· Will give aggressive tack and peel



	V-TAC ™ 9001
	Modified Rosin
	90
	55
	· Excellent tackifier for polychloroprene
· Capable of tackifying natural rubber, SBR, CSBR, and acrylics

· Excellent heat resistance in contact bond and pressure sensitive adhesive applications




The information and statements herein are believed to be reliable, but are not to be construed as a warranty or representation for which we assume legal responsibility. Users should take sufficient verification and testing to determine the suitability for their own particular purpose of any information or products referred to herein.  NO WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE IS MADE.  Nothing herein is to be taken as permission, inducement or recommendation to practice any patented invention without a license.  









Revised 03/29/06
_1128335118.bin

